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Abstract

A direct solver for the five-point finite difference approximation to the Poisson equation on a
rectangular grid is described. The suitability of the solver for parallel implementation is analysed, and
the results in terms of execution times and accuracy are compared against two iterative methods.

1. Introduction

Over past years, much work has been done in direct solution methods for elliptic equations

and in particular, for the Poisson equation. The Poisson equation

Viu=f 1.1

(where V? is the laplacian operator), frequently occurs in engineering problems such as heat
conduction, incompressible fluid flow and electronic design [1] [2] [11]. In fact, it occurs so
frequently that special techniques have been developed for its solution. Some of these
algorithms include the solution of more general elliptic equations and domain partitioning for
non-trivial geometries [2]-[13]. These methods are in general based on the fast Fourier

transform (FFT) or are purely algebraic (i.e. cyclic reduction) [18] [19].

Compared to iterative methods, direct solution methods for the Poisson equation have
smaller execution time and better accuracy. On the other hand, they requiré more computer
storage, something that could be a real problem up to a few years ago. Toddy computers with
large memory capacities have become available at affordable costs, thus practically
eliminating memory as one of the constraints of program and data size. This allows one to

explore the advantages of direct solution methods when necessary, such as in some fluid flow




problems, where a Poisson equation for the pressure (or for the stream function) has to be
solved at every time step. Direct methods then provide small execution times and increased

accuracy [14].

The availability of parallel computers in recent years has placed a powerful tool in the
hands of scientists and engineers. Direct solution algorithms which can be parallelised have

thus become attractive, better exploiting the potential of these new parallel machines.

This report describes one FFT-based algorithm, the Matrix Decomposition (MD) [7] [13]
and its implementation on a parallel computer, the Kendall Square 1 (KSR1), available at the
University of Manchester [15]. While the parallelising technique employed is general enough
so the code is portable to other computers of different architectures without difficulty, the
performance figures of the code show great improvement when compared to commonly used

iterative methods.

The rest of this report is divided as follows. Section 2. describes the MD algorithm.
Sections 3. and 4. discuss the general features of the KSRI and the implementation of a

parallel version of the MD algorithm, respectively.

Section 5. describes the iterative methods used, and section 6. shows the result of the code
applied to a sample problem and discusses the results obtained. The code which implements

the MD algorithm is listed at the end of this report.

2. The Matrix Decomposition Algorithm

This implementation of the MD algorithm will focus on the solution of a 5-point -
discretisation of a Poisson equation in a N x M rectangle R, subject to Dirichlet boundary
conditions (i.e. u = g(x,y) on the boundary dR). The computational domain is shown in figure 1

below.
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Figure |
Domain where the solution of the Poisson equation is being
computed.

The MD algorithm is more general than this implementation report would initially suggest,

being applicable to all elliptic equations of the form

d d 0d d _ 2.1
E); La(x) —al—:]+ 5; [b(y) a—:J+ cu = f(x,y)

on arectangle R with Dirichlet, Neumann or periodic boundary conditions [13].

Approximating equation 1.I by the standard 5-point, second order finite difference formula,

one has
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where u;j=u(ihjk) and h and k are the spatial increments in the horizontal and vertical

directions, respectively. Equation 2.II can be written as

2

: h
f,'J' =—Uj-1j T 2 Uij— Ujg] j + ; (—' Ujjr1 + 2 Ujj— Ll,",‘_|)
or

2 2
Outij = i=1j = Uirtj = Bttijer = Buijot = fiy 2.1




with B:% and o= 2(1 + B?).

Following [13], by writing the finite difference equation 2.I1I for all mesh points along a

column x = h, one has
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Similarly, by writing the finite difference equation 2.III for all mesh points along the

columns x=Sh, S=2,3,....N
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The equations for the last column x = N/ are written as
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Defining u; to be the M-dimensional vector

]
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and A the M x M tridiagonal matrix
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equations 2.1V, 2.V and 2.VI can be written as
All| — U=y 2.VII
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—Un_1 +Aun=yn
with y; being defined as the right hand side vectors of equations 2.1V, 2.V and 2. VL
As the matrix A is symmetric, there exists a matrix V such that
2.VIII




A
A2
VAV = . =D

A1
v

with Vv =1, where I is the identity matrix. The i-th column of V is the i-th eigenvector of A,

with A; being the associated eigenvalue.

By multiplying each equation in 2.VII by V' and inserting I =VV" on the left of each

occurrence of A gives:

VTAVY(V uy) = Viuy = VTy,
—Vusy + (VIAVY(Vug) = Viuga = Vlys, §=2,3,..,N-1
~Vuyy + (VIAV)(Viuy) = Vlyy

or

Duy —u; =y, 2.IX
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* * *
—Uun-y +Duy=yn

where uj = VTu; and yi = Vy;.

The system of equations 2.1X is now effectively decoupled in a line-by-line basis into M
systems of linear equations. This can be seen by writing all the equations where A;, 1 <j <M,

occurs in 2.IX:

Aju)j = 2 = Y1, A
—ug;+ Misj—usej=ys; S=2,3,..,N—1
—tin-1,j + Nt = YN
The system 2.X is tridiagonal and its unknowns depend only upon a single value of ;.
Hence it can be solved independently from the other M — 1 systems using the efficient Thomas

Algorithm [16].

Once all the MN values of «" have been computed, the values of unknowns u can be

determined from:



ui=Vui, 1<i<N 2.X1

In summary, the MD algorithm can be broken into the following sequence of steps:
1) determine matrices V and D given matrix A;

2) compute y; and y; = V'y;, 1 <i<N;

3) solve the tridiagonal system of equations 2.X forj=1, 2, ..., M—1, M;

4) compute ; = V;LE’, 1<i<N.

One can now see the potential for parallelisation of the algorithm. Given the matrices V and

D, all y; can be computed in parallel as they are independent of each other. The same applies
to the M tridiagonal systems 2.X and to the computation of u;. In this work, only steps (2)-(4)

were implemented, as the elements of matrices V and D were computed analytically from:

) ..
Vo= ) sin i
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and
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as given in [13]. Thus no routines for the determination of matrices V and D given A were

required.

The computational work of the MD algorithm is dominated by steps (2) and (4), where
NM* multiplications are required at each of those steps. Thus it is desirable to have M < N. If
M > N, then one can implement MD along the M lines of the computational domain, instead of

along the N columns. Step (3) only requires about O(N) multiplications.

The minimum storage requirements are NM entries for matrix V, M for matrix D, and NM

for each of the vectors u”, y*, u and y, totaling SNM + M floating point values.



3. The Kendall Square Research 1

The Kendall Square Research | (KSR1) installed at the University of Manchester is a
shared-memory, scalable parallel computer. It is a double-ring, 64-processing node machine.
Each processing node has 32 Megabytes of local memory, a 500 Kilobyte sub-cache and has a

processing unit rated at 40 Megaflops and 20 MIPS peak performance. Total installed memory
is 2 Gigabytes.

The operating system KSR OS is based on the OSF/1 OS, which is compatible with
Berkeley Standard Distribution (BSD) 4.3 & 4.4, and AT&T System V.2 and V.3.

Parallelisation of FORTRAN codes can be done automatically by the compiler through the
use of specialised software tools. In general, though, it is more efficient for the programmer
himself to determine parallelisation techniques, based on the algorithm employed, data

structure and machine architecture.

The KSR virtual shared memory architecture provides the programmer with the familiar
shared-memory programming model. This in itself enhances the portability of existing codes

which originate from sequential machines.

Parallel codes for the KSR 1 do not require user-written data communication procedures for
exchanging data between processing nodes [15]. The memory architecture and the operating
system handle that automatically, bringing data to a requesting node from any other node in
the system. As in most other parallel systems, data communication should be reduced to a
minimum, due to the communication latency between nodes (access time one order of
magnitude greater than if the data were in the local node’s memory). Therefore, data -

partitioning among processing nodes should be made wisely.

4. Description of the code

When implementing steps (2)-(4) on the KSR1, the main objective was to achieve load
balance between pthreads with as small communication between processing nodes as possible.
The chosen implementation strategy was the definition of a parallel region, which contains
subroutine calls implementing steps (2)-(4). Proper synchronization between processes at the

end of each step is enforced with the use of barriers [15].



Other parallelisation strategies, such as parallel sections and tile statements [15] were
considered but discarded. Parallel sections do not allow for a variable number of threads to

execute code in parallel, as the number of sections is fixed.

Tile statements could in principle, be used, and they would basically perform the same task
as it has been implemented with parallel regions, but with slightly less flexibility as far as

explicit synchronisation control by the user is concerned.

In all examples shown, only one pthread was being executed per processing node. This

eliminates the overhead of context-switching within a single processing node, which on the

KSR is rather high.

The block diagram of the parallel implementation of the MD algorithm is shown in figure 2
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Figure 2

Block diagram of the implementation of the MD
algorithm.



The code is written in KSR FORTRAN. Double precision is used for all floating point
operations. The -r8 compiler switch is set, forcing all double precision floating point

numbers to be 64 bits long.

For the solution of a problem, the number of pthreads executing the parallel region is
defined by the user at run time. By allocating the corresponding number of cells with the
allocate_cells command, the execution of one pthread per allocated processor is
enforced. The work is then divided as evenly as possible between the executing pthreads. This
division implies allocating a fraction of the N multiplications from step (2) for the pthreads.

This same strategy applies to step (3) and step (4). A listing of the code which implements the

MD algorithm is provided in section 9.

5. Iterative methods

Two iterative methods for the solution of a linear system of equations were implemented
using parallel constructs on the KSR1. Those methods were the Point Gauss-Siedel with
Successive Over-Relaxation (PSOR) and Line Gauss-Siedel with Successive Over-Relaxation
(LSOR) [17]. Those are commonly used iterative methods for the solution of the Poisson

equation.

Starting from equation 2.111, these two methods can be written as:
kel _ k@2, k k1 2k 2 ktl k
PSOR: uij =ujj+ &‘(ll f,",' + Uiyl j T u,~_+1‘,- + B Ujjy] + B u,'}_l - (Xu,",‘)

LSOR: —auf; + oudt' — oultl; = o1 — o)ul; + o(h®fi; + Prubn + BAulih)

where k is the iteration number and o is the over-relaxation factor (0 < ® < 2). These methods
were parallelised using red/black strategy [18], with the domain divided evenly between

pthreads as in the MD algorithm.

As for the initial trial values for the iterative methods, zero everywhere was assumed. Even
when one assumes a “good” initial solution, PSOR and LSOR are still generally surpassed by

direct methods, at least in terms of accuracy [1].

10



In the sample problems, the execution time of the MD algorithm was compared against the
execution time of iterative methods using optimum values of ®. Some of the values of w were

found by numerical trial-and-error experiment, and are accurate up to the 5™ decimal place.

The minimum storage requirements of these iterative methods are small: just NM floating

point numbers or approximately /5 of MD’s storage requirements.

6. Results

As a test of the MD algorithm, the following boundary value problem was solved on a

rectangle R, shown in figure 3:

Vi = —f= —(2y2 - 2yy + B~ — 2ix) O<zx<x,; 0<y<y, =10, 3=10
u=g=xyx—x)y -y on the boundary dR

Yy /
Vii=—f aRr
O

v
x

Figure 3

Computational domain for sample problems.

Three different values of N and M were used for the discretisation of the domain: 50 x 50,
100 x 100 and 300 x 300. The iterations of PSOR and LSOR were terminated after the residual

E at iteration k satisfied
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where u is the exact solution of the problem.

The figures below graph the performance of the parallel implementation of the three

solution algorithms against the number of CPUs. Performance is defined here as

|
Execution Time

Performance =

with the execution time being given in seconds.

Figure 4 below gives the performance of the MD algorithm for the 50 x 50 discretisation.

=
N

U v 0 L B 5 )

=
(0] o
T R
1 1

Performance (T71)

0O 2 4 6 8 10 12 14 16 18
CPUs

Figure 4
Performance of the MD algorithm, 50 x 50 discretisation.

There is a small decrease in performance after the 8-CPU mark is reached, due to
synchronisation overheads and small data sizes. This decrease in performance is not observed

in the other two sample problems with much greater number of data points.

The main point to notice is that when compared to the performance of PSOR and LSOR
(figure 5), MD is almost an order of magnitude faster. The accuracy is approximately four

orders of magnitude greater, as for MD, E (eq. 6.I) is smaller than 107,
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