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Abstract

We propose a stochastic model in conjunction with reliability analysis concepts to
improve estimates for the protection volume that should be allocated in a reservoir to
control a flood wave. In this approach, the inflow that reaches the reservoir during a flood
is considered to be a load, and the reservoir capacity to control this flood is considered to
be the resistance that the reservoir offers against the propagation of the flood. Here, the
load and the resistance are modeled as a diffusion stochastic process, and the protection
volume is determined via Ito formula. In this scenario, an explicit formula for the failure
risk is derived. The parameter inference is carried out by a Bayesian approach for a
time discret version of the load, and the estimates are obtained by using Monte Carlo
Markov Chain Algorithms (MCMC). The maximum likelihood estimators arc used in the
comparison. The record utilized comprises nine years of daily inflow rates during flood
periods that come to the Chavantes Hydroelectric Power Plant (CHPP) in Southeast
Brazil. The protection volumes estimated through the proposed model are compared to
the volumes obtained by other existing methods.

Keywords: Diffusion process, flood controlreliability analysis, Monte Carlo Markov
Chain, Bayesian inference.

“ Research supported in part by the Research Council of the State of Sdo Paulo-FAPESP, under the Grant
No.95/0534-5 for the first author and by the Brazilian National Research Council-CNPq under Grant No.
520169/97.2 for the second author.



1 Introduction

The Brazilian Hydrothermal generation system is predominantly hydro and most of the hy-
droelectric system reservoirs were designed and built with the sole objective of generating
electric power, disregarding the regulation of the water flows. In order to control the floods,
it is necessary to predict the availability of empty reservoir volumes, capable of absorbing
some inflow parcels, to avoid or reduce the damage caused to the downstream area. However,
keeping protection volumes in the reservoirs leads to a reduction in the energy availability of
the hydroelectric power plants, increasing the thermal power generation which is much more
expensive. Therefore, there is a clear conflict between the reservoir utilization for flood con-
trol and for electric power generation. From an energy standpoint, it is desirable to allocate
the smallest possible protection volume, while from a flood control standpoint, it is desirable
to have reliable estimate of the possibility of the reservoir failing to control a lood when a
given protection volume is allocated. Minimize this conflict is tantamount to allocate the
smallest possible protection volume, while minimizing the probability of the reservoir failing
to contol a flood.

Among the methods used in the calculation of the protection volume and failure risk, the
most traditional method is the Volume x Duration Curve Method (VDC) (see, e.g., [1]). The
application of this method presents some difficulties. The main difficulties are the sampling
variations that cause the (VDC) to be non-concave, as required, and the choice of which
probability distribution should be fitted to the data. Another difficulty is that this method
provides only one protection volume for the whole wet season disregarding the flood potential
variation. Since there are conflicting interests, this solution is not efficient.

In an attempt to weed out the difficulties of the (VDC) method, a method named Critical
Path (CP) was proposed by Kelman in [3]. This method allows the determination, for every
wet season day, of the protection volume associated to a previously established risk and
ensures, with some risk, that the discharge constraints will not be violated if the hydrological
situation observed in the past is repeated. However, the method is not appropriate for the
data records usually available. For instance, assuming a size record of n = 30 years and a
risk r = 0.02 (50 year return period), the number of unprotected critical paths in this case
would be k = rn = 0.6 < 1. Therefore, the use of this methodology is only viable when series
of significant length are utilized, which can only be obtained from synthetic series of daily
average streamflow.

We propose in this work a stochastic model(a stochastic differential equation) along with
a set of reliability analysis concepts. Reliability approach has been reviewed by Yen in [4],
and more recently by Meon in [5]. In these models, the inflow that reaches the reservoir
during a flood is considered as a load,and the reservoir capacity of controlling this flood is
considered as the reservoir resistance. In [4] and [5], the load and the resistance are considered
as independent time-invariant random variables, which simplifies the problem. However, this
is quite inadequate because the load and the resistance are related by the dynamic equation
of the reservoir as it appears in this work. Regarding modelling via stochastic differential
equation, Unny and Karmeshu (6], Bodo and Unny (7|, Lin and Wang [8] has employed this
class of models in rainfall-runoff studies. In their work, the input to the hydrologic system is
modeled as a diffusion stochastic process(a Ito equation). Here the load and the resistance
are modeled as a diffusion stochastic process. Assuming that the processes are homogeneous



for short periods of time within the wet season and using It6 formula [9], we can formulate
the boundary value problem, whose solution expresses the failure risk as a function of the
reservoir resistance. The proposed method allows the consideration of the flood potential
variation during the wet season and the estimation of the protection volumes, associated to a
given risk, for different periods. With this method it is possible to allocate dynamically the
protection volume without incurring in the difficulties found in the Critical Paths Method.

2 The Load Versus Resistance

In order to formulate the problem of the reservoir reliability in the flood control, we shall
consider a reservoir designed to operate with a maximum volume S; and a protection volume
S to control a project flood g, assuming a project discharge vy, as shown in Figure 1(a). The
volume associated to the freeboard dimension S3, for the retention of wind-induced waves, is
not considered in this work. The maximum reservoir volume is given by Smaz = S1 +S2 and
the level associated to this volume is called max-maximorum.
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Figure 1(a) - Representation of the project volumes. (b) - Representation of the volumes at
time t.

Figure 1(b) represents the reservoir operating with a stored volume S(t) at a time ¢ € [0, T'|
when a flood wave ¢(t) arrives at the reservoir. The power plant discharged and spilled
water at this time are denoted by u(t) and v(t) respectively, and the total discharge as
r(t) = u(t) + v(t). In flood control problems this outflow r(t) is limited by the reference
discharge ¢, which represents the maximum discharge that the reservoir can release without
damage to the downstream area. Then the protection value (the resistance) X(t) of the
reservoir is given by:

‘Y(t) = Smaz — S(t) (1)

Considering the time interval (t,¢ + At], the resistance variation in this interval is given
by:

X(t + At) — X(t) = —[S(t + At) — S(t)] (2)



We know that in order to be able to control a flood, the maximum outflow that the
reservoir can release is the reference discharge ¢.. Thus, the continuity equation of the
reservoir in the interval [¢,¢ + At] is given by:

t+A A
S(t+80 = 50)+ "= (s = / " 3)

The first integral in (3) represents the load that reaches the reservoir in the interval
(t,t + At]. This integral is written as:

Y(it+At)=Y(t) + /tt+At q(s)ds (4)

Then we can write the resistance variation by substituting (3) and (4) in (2) as follows:

AX(t) = =AY (t) + g At (5)

Equation (5) shows that the resistance variation is equal to the load variation with op-
posite signal plus the outflow volume in this interval, when a constant reference discharge is
adopted.

3 Stochastic Model for X(¢) and Y (¢)

Bearing in mind that the load depends on uncertain meteorological conditions such as rain,
temperature and soil conditions, it is certainly adequate to model it as a random variable(for
each time ¢). Here we propose a diffusion model for the load and, as a by-product, the
resistance model is derived from Equation (5). It turns out to be also a diffusion.

3.1 Modeling the Load Y (t)

It is a fait accompli that, in general, we can model the inflow g(t) that input to the reservoir
as a stochastic process, expressed in term of its mean and zero-mean pertubation, i.e:

q(t) = a(t) + o(t)a(t)

where a(t) (the drift coefficient) is a purely deterministic function that represents the mean
and the periodicity of the inflow, o(t) ( the diffusion coefficient) represents the variance of the
inflow, and a(t) refers to the pertubation, a zero-mean stochastic process. The a(t) is often
regarded as a Gaussian white noise(see, e.g., (2]). Because the formal derivative of a Wiener
process has the same statistical properties of a Gaussian white noise (8], we can further write
dB(t) = a(t)dt, where {B(t),0 <t < T} is a Wiener process. Hence, the load that reaches
the reservoir in the interval [t, ¢ + At| may be modeled by the stochastic equation:



Y(t+At) - Y(t) = /t T ) + [ T (9)dB(s) (6)

The first integral on the right-hand side of (6) is a Riemann integral and the second is
a stochastic integral. When At — 0, we say symbolically that the load Y(t) satisfies the
following stochastic differential equation:

dY (t) = a(t)dt + o(t)dB(t) )

3.2 Modeling the Resistance X(t)

The stochastic model for the reservoir resistance may je derived substituting Equation (6)
into (5):

t+At

ax@ = [ (e ~atonds + [ o(s1an(s @

and making At — 0, we get that the resistance X(¢) satisfies the following stochastic differ-
ential equation:

dX(t) = (¢r — a(t))dt — o(t)dB(t) (9)

Remark 1. In the flood control problem the inflows are considered in a daily time intervals
basis. Hence the flood period [0, 7] may be represented as the union of intervals I; = (¢;,t; +
At], such that At = 1 means that each interval I; represents one day of the flood period.
Thus [0, T} = UN,[;, where N represents the number of days of the wet season. We will
consider here that the parameters a(t) and o%(t) are constant in the interval ;.

Taking into account the above considerations, the stochastic differential equation for the
resistance, Equation (9), may be expressed as:

dX(t) = (¢r —0q)dt —oydB(t) te€L i=1,...,N. (10)

With Equation (10) we may estimate the failure risk of the reservoir for every day of the
interval [0, T7).

4 Daily Failure Risk

A reservoir fails to control a flood wave when the reservoir outflow exceeds the reference
discharge g-. This occurs if the load Y (t) is greater than the resistance X(t) at any time,
obliging the operator to release more than what is allowed, in order to avoid the reservoir
overtopping. Thus, the failure risk is defined as a function of the process {X(t),t > 0}, which



represents the reservoir resistance (protection volume), i.e., we may say that the reservoir
fails when a flood wave reaching the reservoir takes up all the protection volume, nullifying
the reservoir resistance. The estimation of the failure risk may be carried out by defining the
time of the failure occurrence:

= tiélfli{t > 0|X (t) < 0). (11)

The failure risk is defined then as:

ui(X(t) = P{n <t; + At|X(¢) >0} t; <t <t;+ At

pi(X(1)) = Exp{ui(X(s))} ti<t<s (12)

In order to assess the failure risk by means of Equation (12), the load X(t) is considered
as being limited by the reservoir capacity: X(t) € Rx = [0, Spaz|. Now, if the failure risk is
assumed to be a function p;(X(¢)) € C?(Rx) ( the class of real functions that are continuous
and have continuous derivatives up to the order 2), then it may be estimated using the
following result:

Proposition 1. Let {X(t),t € I;} be a Markov diffusion process in the probability space
(Rx,F, P), satisfying the stochastic differential equation (10). Then the failure risk p;(X(t))
defined by Fquation (12) is given by

— €XPy— — @ )\Omaz — < 2

Proof. From Equation (10) we have that {X(¢),t € I;} satisfies

dX(t) = (¢ — a;)dt — 0;dB(t).

Now, via [t6’s formula [10], we get:

lim By {p:(X(t + AD) = pi(X(0)} = Loi(X() (14)

At—0 At

where L is the differential operator given by:

> 2gr—a;) d -
S (s L 1
- dz? g2 dx (13)

From Equation (12), we get:

)



pi(X(t:)) = Exey{ui(X(s))}, ti<s<ti+At

pi(X(ti)) = EX(ti)EX(t){ui(X(s))}i L<t<s<ti+At

pX(t) = ExaolodX(®)), & <t<ti+At

then the expected value of the Itd’s formula, Equation (14), is equal to zero:
) 1

Ao At

Thus, for every X(t) € Ry it follows that Lp(X(t)) = 0. In addition, when X(t) = 0 or

X(t) = Smaz, it follows that p(0) = 1 and p(Smaz) = 0. Then the function p(X(t)) satisfies
the following boundary value problem:

EX(t){P(Xt+At) —p(Xe)} =0

Lp(X(8) =0 for 0< X(t) < Smaz (16)
p(0) =1 p(Smaz) =0 (17)
whose solution is Equation (13), and the result follows. (]

5 Parameter Estimation

The only parameters to be estimated in Equation (11) are the drift coefficients a; and the
diffusion coefficients o; of the load Y(¢). We will present the estimation method of maximum
likelihood and a Bayesian approach by Monte Carlo Markov Chain simulation.

5.1 Maximum Likelihood Estimators

In order to estimate these coefficients we will consider a discrete version of the process Y (t)
constructed from the process observations at the points t; € I;, of the set [0,T] = UN L,
so that almost surely a path of Y(t) is completely specified when the Y; = Y (¢;) are known
for every ¢ (see, e.g., [10]). Considering the time interval At = 1 day, each path with N
days corresponds to one flood period in a year. Provided that there is only one flood period
per yecar, each path corresponds to a different year. Therefore, the data records consist
of M paths (years) with N observations (days) on each path and we denote these data as
{Y;i,t=0,1,... ,Nand j =1,... ,M}. The conditional probability density for each path j
of the process {Y;;,7=0,1,... N} is given by:
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_ 1
Fi(Yiil Vi1, 0i,02) = (2m0;)~1/2 eXP{—W(Y',i —Yji-1—a)?} (18)
1

The likelihood function for the path D; = {Yj;,7=0,1,..., N} is given by:

N
Lj(ahdilej) = Hf(Y',iIY',i—l’aiao'z?) (]_Q)

i=1

since At = 1day, then g;; = Y;; —Yj;—1 is the daily average inflow that reaches the reservoir
on the day 7 of the year j. Denoting the drift coefficient vector as a = (a,... ,an)’ and the
N x N diffusion matrix as X = diag(o?...0%), the likelihood function (19) may be written
as:

N
1.1 1
Lj(a, > ID H —5 2 E!Xp{"-ga—‘2 (Qj,i - a¢)2} (20)
=9 9; i
Considering now M paths of the process {Y;; ¢ = 0,1,...N and j = 1,... ,M}, then

(20) represents the contribution of a path to the complete likelihood function, which is given
by:

M
L(e,, B|D) = [] Li(e, =|D;) (21)

where we denote the set of all M paths as D = {D;, j = 1,..., M}. Substituting (20) in
(21):

M X 1. 1
a ZID OC H( H —3 fexp{—é—;? (qj,,- —ai)z}) (22)
j=1 =1 g; i

rearranging the terms in (22):

M. 1 M
L(a, le [0 8 I—Il( 2 2 exp{—r‘? jgl(qj’i_ai)z} (23)
1=
1
L(a, Z|D) « ||~ M/? exp{—§ tr(E7LS) (24)

where |X| is the determinant of the matrix ¥ and S is a diagonal matrix of the sum of the
squares related to a, with the (iagonal elements given by



M
si=) (¢i—0)? i=1..N | (25)
Jj=1

In order to calculate the maximum likelihood estimators, we shall consider the relation:

M
D (g5 — )? = (M - 1)S? + M(ai — g:)? (26)
=1

where:

1 E 1 &
= . 2 - — )2
q: = M Z‘b,z S; = (M — 1) Z(‘b,z )
j=1 j=1
The likelihood function may be written as:

M
2

i=1 O¢

N 1 1 -
L(o, B|D) < I (=) exP{_E&—z[(M —1)S8? + M(o: — @:)?]} (27)
1 i
Diflerentiating the logarithm of Equation (27) in relation to a; and o2, we have the
following maximum likelihood estimators:

~ - ~2

8 =a ,,izy_ﬂ_;_ls? i=1...N (28)

1

The estimations of a; and ¢? given by (28) may be substituted in (15) to calculate the
failure risk, or by fixing a failure risk p;, we may calculate the protection volume X; associated

to this risk, for every day : = 1,..., N, using the relation:
o2 1—p; (1 —exp{—2(q- — ai)Smaz/af})
X = t——1In — — , t=1,...,N (29)
2((11' - ai) exp{—2(Qr - ai)smaz/ai }

5.2 Bayesian Estimators

In the Bayesian approach the parameters a; and af are considered random variables and
the joint prior probability densitiy mo(cr, X) is assumed to be known. Combining these prior
densities with the likelihood function through Bayes theorem, we have the joint posterior
density of the parameters m(a, ¥). The Bayesian parameter estimators are the expected
values of this posterior density. In order to find the Bayesian estimators for the parameters
in Equation (11), we shall assume that o; and Uf, t =1,..., N are independent and adopt
the Jeffreys non-informative prior density ,{11], as prior density. Under these hypothesis of
independence, the joint prior density is given by



g H a; (30)

The posterior density is given by 7(a, X|D) L(a, 3| D)mo(cx, X), which results in:

71’0(6!,

H‘_ 1 82L(a, 2|D

N
1 M 1 —
(e, BID) e [[(75) ¥~ exp{— g (M — P+ M~ 2°]) (31)
let a_; = (oq,...,Q%-1,Qi+1,... ,ay) and o2, = (03,... ,0'-2_1,0'i2+1,... ,U}“’V) the values
that contain all the components of the vectors a and X = diag(0?,... ,0%), except for the

components «; and oZ. Then we have the conditional densities:

Fleddas 5,D) o« (L)%

i

M —

fi(aila—iy B, D) ~ Normal(gi,02/M) i=1,2,...,N (32)

_ 1 Mm_ 1 -
gi(0;?|a, 0%, D) (;5) 2 16XP{—W[(M —1)8% + M(ai — ¢:)%}

i

M [(M—-1)S? + M(a; — ¢)?
2’ 2

In the Bayesian context, a = (ay,... ,ay) and ¥ = diag{o?,...0%} are random vari-
ables, so for a fixed risk p the protection volume given in (29) is regarded as a function
of these parameters. Thus, we calculate the protection volume associated to the risk p; by
taking the expected value in (29) in relation to these parameters, i.e.:

01_2 1 _pi<1 —exp{—?( —a')Smaz/Uiz})
Xi = Evr(a,ElD){rz(qr - ;) In{ exp{ 2(q,. — maz/O } } } (34)

A simple way to assess the protection volume given in (34) is through Monte Carlo Markov
Chain simulation, using Gibbs sampling algorithm (see, e.g.[12]). This algorithm is used to
generate a sample {a®), £*) k= 1,2,... K} of the posterior density 7 (a, $|D). With this
sample, the Monte Carlo estimator for the protection volume is given by:

gi(0; |, 0%, D) ~ Gama( ),i=1,2,... ,N. (33)

~ ) 2\ (k)
K (g2)® 1— pi(1— exp{=2(gr — &) Smaz/(0?)®)}
= (o) ~In ( ) i=1,...,N
)

K k=1 2(gr — a; eXP{_Q((Ir - agk))smaz/(ff?)(k)}

(35)
A quick description of Gibbs sampling algorithm may be found in Appendix A.



6 Application

The flood control model developed in this work was applied to the reservoir of Chavantes
Hydroelectric Power Plant (CHPP) in Southeast Brazil. This reservoir is located on Parana-
panema River, an affluent of Parana River, on the border of Sdo Paulo and Parana States. It
is part of a large complex of 35 hydroelectric power plants hydraulically interlinked, known
as the Great Parana Basin, being the Itaipu power plant downstream to them.

The CHPP is part of a cascade of 6 hydroelectric power plants, 3 of them with reservoirs,
including the CHPP, and 3 run-of-river power plants. The installed capacity is 416 MW
with the minimum downstream constraints equal to 100m3/s and the maximum downstream
constraints (reference discharges) is 1800m2/s. The maximum outflows through the turbines
is 648m3/s. The designed protection volume is S = 615km®. The maximum reservoir
volume is Spaz = 3041km3.

Figure 2 shows the paths D;, j = 1,...9, of a nine-year period (1981 to 1989) of daily
inflows corresponding to 181 days of the wet period. We may notice in this plot a much
greater dispersion on the wet days (between days 60th and 80th) than on the initial and
final days of the flood period. These data were used to estimate the drift and the diffusion
coefficients of the load Y (¢).
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Figure 2. Load path, in the rainy period, from 1981 to 1989.

Figures 3 and 4 show respectively the estimation of the drift and diffusion coefficients

obtained by the maximum likelihood and the Bayesian inference methods.

We notice that

the drift coefficients coincide in both cases, but the diffusion coefficients estimated by the
maximum likelihood method are smaller than those by the Bayesian method. This may be
explained by the fact that the sample of years is smal to maximum likelihood estimation.
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